


VOLTS PHASE HERTZ

F-101 LADIES ROOM CEILING 150 0.375 DIRECT 1200  1/6 120 1 60 12 HR TIMER WALL SWITCH

F-102 MENS CEILING 225 0.375 DIRECT 1400  1/4 120 1 60 12 HR TIMER WALL SWITCH

1. PROVIDE WITH SOLID STATE SPEED CONTROLLER MOUNTED ON SIDE OF FAN FOR VOLUME CONTROL

METHOD OF CONTROL
ELECTRICAL DATA

REMARKSMAX RPM MOTOR H.P.

FAN SCHEDULE
TAG SERVING TYPE

AIRFLOW 

(CFM)
DRIVEESP (IN W.G.)

VOLTS PHASE HERTZ

EWH-A SEMI-RECESSED 1.5 5.1 208 1 60 - 1 - INTEGRAL THERMOSTAT

ELECTRIC WALL HEATER SCHEDULE
TAG TYPE KW BTUH REMARKS

AIRFLOW 

(CFM)

HEATING 

STAGES

FAN 

MOTOR HP

ELECTRICAL DATA

VOLTS PHASE HERTZ

EUH-A HORIZONTAL 5.0 17.1 208 1 60 - 1 -

REMARKS
AIRFLOW 

(CFM)

ELECTRICAL DATA

ELECTRIC UNIT HEATER SCHEDULE
TAG TYPE KW BTUH

FAN 

MOTOR HP

HEATING 

STAGES

CD-A 110 6 CEILING DIFFUSER 0.12 - 24  X 24 PANEL 20 TITUS TCD

CD-B 225 8 CEILING DIFFUSER 0.12 - 24  X 24 PANEL 20 TITUS TCD

CD-C 400 10 CEILING DIFFUSER 0.16 - 25  X 24 PANEL 30 TITUS TCD

EG-A 1500 22 x 22 EGG CRATE GRILLE 0.025 24  X 24 EGG CRATE FILTER REGISTER  15 TITUS 50

MAX NC 

LEVEL

REGISTER, GRILLE, AND DIFUSER SCHEDULE

TAG DESCRIPTION REMARKS AND DIRECTION OF FLOW
S.P. (IN 

WG)
MAX CFM

DUCT SIZE 

(IN)

VERTICAL 

THROW (FT.) 

AT 100 FPM

MANUFACTURER 

MODEL BASIS OF 

DESIGN

FDX - 101 1000 100  1/3 0.5 29.5 22.6 76.4/64.1 55.0/54.2 57 12.2 15 120 1 60 0.5 17.2 2.5 HCU-101 14 25 30 208 1 60 RUUD/CARRIER

NOTE:  CONDENSING UNIT COOLING CAPACITY BASED ON 95F ABMIENT AIR TEMPERATURE

OIL FURNACE HEATING

MAX FUSE 

AMP
VOLTS PHASE

CFM
OA 

CFM

FAN 

HP

ESP   

(IN. 

WC)

COOLING 

INDOOR UNIT DATA

HEAT PUMP HEATING

HERTZ

ELEC DATA

CKT FLA
GPH INPUT MBH 

OUTPUT

MIN COP  @15 

F AMBT

MBH 

OUTPUT

MANUFACTURER MODEL

VOLTS PHASE HERTZDESIGNATION SEER

REMARKS
APPROX. OPERATING 

WT. (LBS)

OIL FIRED FURNACE & SPLIT SYSTEM HEAT PUMP UNIT SCHEDULE

TAG
TOTAL 

MBH

SENS. 

MBH
LDB/LWB (°F)

EDB/EWB 

(°F)

OUTDOOR UNIT DATA

ELECTRICAL DATA

CKT FLA
MAX FUSE 

AMP




